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ArNeo | Light ARITEKS

70 gr/m?, 100% Polyester,
High Visible Knit Fabric

CONFIDEN!
IN TEXTILES
Tested for harmful substances

according to Oeko-Tex Standard 100
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www.ariteks.net

ArNeo

Description

ArNeo Light is 100% polyester, 65-70 gr/m? warp knitted neon colored jacket fabric. It is an economic
alternative to ArNeo Eco for non professional usage. Designed for construction and mining workwear

applications.
Technical Parameters
| Name | Values | Standards
Fiber 100% Polyester (PES) EN ISO 2076
Yarn 68 Denier EN ISO 2060
Weight 70 +5 gr/m’ EN ISO 3081
Width 1500 £20 mm EN ISO 3932

Bursting strength
Dimensional Change

> 400 kPa (kN/m?)

-5%<Length<+5%;-5%<Width<+5%

EN ISO 13938-1
EN ISO 5077

Rubbing Fastness 4-5 EN ISO 105 X12
Perspiration Fastness 4-5 EN ISO 105 EO04
Washing Fastness 4-5 EN ISO 105 C06
Dry Cleaning Fastness | 4-5 EN ISO 105 D01
Hypochlorite Fastness 4-5 EN ISO 105 NO1
Hot Press Fastness 4-5 EN ISO 105 X11
pH 6.2 EN ISO 3071
Azo Test No Azo Colorants. EN ISO 14362-1
Application Safety Jacket

Quality Management Done ISO 9001

ArNeo Light - 4065
High Visible Yellow

ArNeo Light - 4067
High Visible Red

ArNeo Light - 4084
High Visible Green

ArNeo Light - 4066
High Visible Orange
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